REMARKS 

Included herewith is a Request for Continued Examination ("RCE") along with a three 
month petition of time to respond to the Office Action dated October 3, 2007. Deposit Account 
20-0823 may be charged a fee of $405 (fee code 2801) for the request for continued examination 
and $525 (fee code 2253) for the extension fee. Also, in the event that any additional fees are 
necessary, such fees are hereby authorized to be charged to ovir Deposit Account 20-0823. 

In this response, AppUcant has amended Claims 23, 25, 26, 27-31, 35, 37-39, 41-44, and 
52-55. Claims 1-22, 24, 32, 34, 45, 47, and 48-51 were previously canceled, and Claims 33, 36, 
40 and 46 are currently canceled. New Claims 56, 57 and 58 are system claim equivalents to 
Claims 27, 28 and 29. New Claim 59 is a method claim equivalent to Claim 44. These new 
claims, i.e.. Claims 56-59 are added for symmetry and are respectfully believed to overcome all 
of rejections noted above in the same manner as Claims 27, 28, 29 and 44. No new matter has 
been added. Thus, Claims 23, 25, 26, 27-31, 35, 37-39, 41-44, and 52-59 are pending in this 
patent application for the Examiner's consideration. 
Rejections under 35 U.S.C. § 112: 

Claim 23 was rejected under 35 U.S.C. § 1 12 for failing to comply with the written 
description requirement and for failing to set forth that which the inventor regards as the 
invention. Claim 23 is amended to recite: "A method of utilizing an adaptive speaker identity 
verification system comprising: . . . ." Support for this amendment can be found on Page 2, 
Paragraph [0016], Lines 1-2 of Applicant's Published Patent Application, i.e., U.S. Patent 
Application Publication No. 20020198857, published December 26, 2002, which recites: "As a 
second example, consider an adaptive speaker identity verification system...." (emphasis 
added). Therefore, no new matter has been added. An adaptive speaker identity verification 
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system is a well-known commercially available device. For example, a speaker identity 
verification system is described in detailed in U.S. Patent No. 5,517,558, issued to Schalk, see 
Exhibit A, which recites: "This method is implemented according to the invention using a system 
comprising a digital processor, storage means connected to the digital processor, prompt means 
controlled by the digital processor for prompting a caller to speak a password begiiming with a 
first digit and ending with a last digit thereof, speech processing means controlled by the digital 
processor for effecting a multistage data reduction process and generating resultant voice 
recognition and voice verification parameter data, and voice recognition and verification decision 
routines." (Schalk, Column 2, Lines 9-18). Also enclosed as Exhibit B is "Automatic Speaker 
Recognition Recent Progress, Current Applications, and Future Trends", which was Presented at 
the AAAS 2000 Meeting, Humans, Computers and Speech Symposium on February 19, 2000, 
shows this term is for a well-known computerized device that is a programmable, physical 
machine with a defined meaning. There are numerous technical papers on this type of device, 
e.g., Rosenberg, A.; Sambur, M., "New techniques for automatic speaker verification," 
Acoustics, Speech, and Signal Processing [see also IEEE Transactions on Signal Processing], 
Vol. 23, No. 2, pp. 169-176, April 1975, see Summary in Exhibit C as attached. Moreover, this 
term is so well known in the art for a physical machine, having a computer, that it is now a 
recognized acronym, i.e., ASV, for automatic speaker verification. See Exhibit D. 

Amended Claim 23 also now recites: ". . .receiving first input data, which represents a 
person's unclassified speech utilizing the adaptive speaker identity verification system;. . ." 
Support for this amendment can be fovind on Page 3, Paragraph [0039], Line 1 of Applicant's 
Published Patent Application, i.e., U.S. Patent Application Publication No. 20020198857, 
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published December 26, 2002, which recites: "In operation on unclassified input items 67,. . ." 
(emphasis added). Therefore, no new matter has been added. 

Moreover, amended Claim 23 now recites: ". . .receiving second input data, which 
represents in part probability distributions for authentic and spurious classes based upon the 
pooled output statistics of the adaptive speaker identity verification system, including the equal 
error rate, and which represents in part optional parameters to focus on at least one region of 
interest in a decision space;. . . ." Support for this amendment can be found on Page 2, Paragraph 
[0035], Lines 1-11, Page 3, Paragraph [0037], Lines 1-7, and Page 3, Paragraph [0049], Lines 1- 
14 of Applicant's Published Patent Application, i.e., U.S. Patent Application Publication No. 
20020198857, published December 26, 2002, which recites: "Normalized Detector Scaling 
(NDS) represents a means of providing context independent decision rules 50 for operating a 
pattern recognition system 51. NDS also provides the user of a pattern recognition system a 
simpler means of controlling the decision criterion. This comes at the cost of an additional 
complexity in the pattern recognition system 51, as compared to either parametric 1 1, or non- 
parametric 21 pattern recognition systems. The pattern recognition system must be able to 
provide output statistics 61 for the authentic 31 and spurious 32 class-specific probability 
distributions." "The NDS transform constructor 62 takes as input the pooled output statistics 
61, or the probability distributions of the pattern recognition system. The NDS transform 
constructor 62 also takes as input optional transform parameters 65 that may serve, for example, 
to tailor or focus the NDS transform on a particular region of interest in the decision space." 
"Other methods for combining information from both the authentic and spurious probability 
distributions are possible. One such method produces a scale with two regions. The regions are 
formed by the EER criterion, and represent the likelihood of a test item belonging to a 
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particular class. The first region refers to test items unlikely to be authentic, and is simply a 
mapping onto a scale linear in probability, as described above, of the cumulative probability 
distribution from -co to the EER criterion of the spurious class output statistics. The second 
region refers to test items likely to be authentic, and is simply a mapping onto a scale linear in 
probability, as described above, of the cumulative probability distribution from the EER criterion 
to 00 of the authentic class output statistics." (emphasis added). Therefore, no new matter has 
been added. 

In addition, amended Claim 23 also now recites: ". . .computing a transform of the first 
input data using the second input data with a normalized detector scale transformer associated 
with the adaptive speaker identity verification system onto a normalized, one dimension, 
decision scale based on the transform; and. . . ." Support for this amendment can be found on 
Page 2, Paragraph [0020], Lines 1-8 and Page 3, Paragraph [0039], Lines 1-4 of Applicant's 
Published Patent Application, i.e., U.S. Patent Application Publication No. 20020198857, 
published December 26, 2002, which recites: "More specifically, an object of the present 
invention is to provide a Normalized Detector Scaling method that utiUzes the class-specific 
probability disfributions of a pattern recognition system to make the selection of the operating 
criteria independent of the particulars of the pattern recognition system. This being accomplished 
by transfonning the pattern recognition system output statistics to a well-defined, one- 
dimensional scale." "In operation on unclassified input items 67, the pattern recognition system 
output statistics 66 are presented to the NDS transformer 64 that uses the NDS transform 63 to 
convert the output statistics 66 to the new decision space." (emphasis added). Therefore, no new 
matter has been added. 
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Finally, amended Claim 23 also now recites: "...establishing at least one decision 
criterion, wherein the at least one decision criterion corresponds to a level of similarity or a level 
of dissimilarity between the first input data representing a person's unclassified speech data and 
the second input data with the adaptive speaker identity verification system." Support for this 
amendment can be found on Page 3, Paragraph [0040], Lines 1-11 and Paragraph [0041], Lines 
1-5 of Applicant's Published Patent Application, i.e., U.S. Patent Application Publication No. 
20020198857, published December 26, 2002, which recites: "The NDS transform constructor 62 
relies on the pattern recognition system's pooled output statistics 61, which are essentially 
represented by the probability distributions for the authentic 31 and spurious 32 classes. If these 
output statistics 61 represent dissimilarities, i.e. numbers that increase as the match to a known 
class decreases, the dissimilarities d, are converted to similarities s, so that the intuitive notion of 
"bigger is better" is utilized. This can be done as simply as s=dmax-d. FIG. 7 illustrates the 
authentic 71 and spurious 72 distributions of FIG. 3 converted from a scale of dissimilarity to a 
scale of similarity." "Information from both the authentic 71 and spurious 72 probability 
distributions are combined by some method to sufficiently simplify the decision criteria 
selection so that only a single number has to be selected for operation of the pattern recognition 
system." (emphasis added). Therefore, no new matter has been added. 

It is respectfully believed that the amended language of Claim 23 is fully and completely 
disclosed in Applicant's Published Patent Application, i.e., U.S. Patent Publication No. 
20020198857, published December 26, 2002. 

Therefore, it is respectfully believed that the rejection of Claim 23 imder 35 U.S.C. § 1 12 
is overcome. 
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Claims 25-3 1, 33, 52 and 53 were also rejected under 35 U.S.C. § 112 for failing to 
comply with the written description requirement and for failing to set forth that which the 
inventor regards as the invention since these Claims depend from Claim 23 (Office Action, Page 
4, Lines 1-3). Claim 33 is now canceled and it is respectfully believed that this rejection is 
rendered moot with respect to Claim 33. Smce Claims 25-3 1, 52 and 53 depend from Claim 23 
and contain all of the limitations of Claim 23, as amended, it is respectfully believed that Claims 
25-3 1, 52 and 53 overcome the rejection under 35 U.S.C. § 1 12 in the same manner as Claim 23. 

Claim 35 was rejected under 35 U.S.C. § 1 12 for failing to comply with the written 
description requirement and for failing to set forth that which the inventor regards as the 
invention. Claim 35, as now amended, is a system claim version of method Claim 23 and 
overcomes the rejection under 35 U.S.C. § 1 12 in the same manner as Claim 23. Claims 36-44, 
46, 54 and 55 were also rejected under 35 U.S.C. § 1 12 for failing to comply with the written 
description requirement and for failing to set forth that which the inventor regards as the 
invention since these Claims depend from Claim 35 (Office Action, Page 4, Lines 4-14). Claims 
36, 40 and 46 are now canceled and it is respectfully believed that this rejection is rendered moot 
with respect to Claims 36, 40 and 46. Since Claims 37-39, 41-44, 54 and 55 depend from Claim 
35 and contain all of the limitations of Claim 35, as amended, it is respectfully believed that 
Claims 37-39, 41-44, 54 and 55 overcome the rejection under 35 U.S.C. § 1 12 in the same 
manner as Claim 35. 

Claims 23, 25-31, 33, 52 and 53 and Claims 35-44, 46, 54 and 55 are rejected under 35 
U.S.C. § 1 12 for failing to comply with the enablement requirement. Claims 33, 36, 40 and 46 
are now canceled and it is respectfully believed that this rejection is rendered moot with respect 
to Claims 33, 36, 40 and 46. Declarations of David P. Morgan, who is the Vice President, 
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Enterprise Technology & Architecture of Fidelity Investments Systems Company in Boston, 
Massachusetts, is attached as Exhibit E and of Michael Phillips, who is the Co-Founder and 
Chief Technology Officer of Vlingo Corp., in Cambridge, Massachusetts, and is the Co-Founder 
of Speech Works International, Inc. in 1994 (currently Nuance Commvinications, Inc., Boston, 
Massachusetts), is attached as Exhibit F. Michael Phillips has been active in the speech 
technology world for over twenty years. Michael started his career as a researcher first at 
Carnegie Mellon University and then at the Spoken Language Systems group at Massachusetts 
Institute of Technology ("MIT") working on core technology for automatic speech recognition. 
In 1994, Michael founded Speech Works International, Inc. based on technology that Michael 
and others had developed at MIT. Over the next ten years, Michael and team grew Speech Works 
International, Inc. from a small startup in a new market into the market leader in the now 
established market for speech enabled call center solutions. Speech Works International, Inc. was 
responsible for many of key innovations in use today in the speech recognition systems deployed 
throughout the world. In 2003, Speech Works International, Inc. was acquired by ScanSofit Inc. 
(now named Nuance Commxmications, Inc.). Michael joined ScanSoft Inc. as CTO and oversaw 
technology integration and development across the product groups. In 2005, Michael left 
ScanSoft Inc. to spend a year as a visiting scientist at MIT before starting Vlingo Corp. in the 
summer of 2006. 

Both Experts believe that an "adaptive speaker identity verification system" is well 
known in the art for a physical machine, having a computer, which receives a person's 
unclassified speech and converts that speech to data and then is able to perform analysis on 
that data utilizing statistics to verify the identity of a particular person. Moreover, both 
Experts believe that a person skilled in speaker identity verification technology would easily be 
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able to implement the Applicant's Invention disclosed in U.S. Patent Application Publication No. 
20020198857 in an adaptive speaker identity verification system by merely reading U.S. Patent 
Application Publication No. 20020198857 and then programming the adaptive speaker identity 
verification system. Both individuals believe that it would be a very straightforward process 
based on a reading of U.S. Patent Application Publication No. 20020198857, so there would be 
no need for any undue experimentation involving the adaptive speaker identity verification 
system. Therefore, there are two Declarations firom Experts in this field that believe that it would 
be a very simple and straightforward process to program a commonly available adaptive speaker 
identity verification system to replicate the features foimd in Applicant's U.S. Patent Application 
Publication No. 20020198857, which includes the limitations found in Claims 23, 25-31, 35, 37- 
39, 41-44, and 52-55. Therefore, it is respectfully believed that Claims 23, 25-31, 35, 37-39, 41- 
44, and 52-55 overcome the rejection under 35 U.S.C. § 1 12 by being fully and completely 
enabled. 

Rejections under 35 U.S.C. S 101: 

Claims 23, 25-31, 33, 35-44, 46, and 52-55 were rejected under 35 U.S.C. § 101 for 
reciting a mathematical algorithm. Claims 33, 36, 40 and 46 are canceled and it is respectfully 
believed that this rejection with regard to Claims 33, 36, 40 and 46 is rendered moot. Claims 23 
and 35 are amended to recite an "adaptive speaker identity verification system" (emphasis 
added). Support for this amendment can be found on Page 2, Paragraph [0016], Lines 1-2 of 
Applicant's Published Patent Application, i.e., U.S. Patent Publication No. 20020198857, 
published December 26, 2002, which recites: "As a second example, consider an adaptive 
speaker identity verification system...." (emphasis added). Therefore no new matter is added. 
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An adaptive speaker identity verification system is a well-known commercially 
available device. For example, a speaker identity verification system is described in detailed in 
U.S. Patent No. 5,517,558, issued to Schalk, see Exhibit A, which recites: "This method is 
implemented according to the invention using a system comprising a digital processor, storage 
means connected to the digital processor, prompt means controlled by the digital processor for 
prompting a caller to speak a password beginning wdth a first digit and ending with a last digit 
thereof, speech processing means controlled by the digital processor for effecting a multistage 
data reduction process and generating resultant voice recognition and voice verification 
parameter data, and voice recognition and verification decision routines." (Schalk, Column 2, 
Lines 9-18). Also enclosed as Exhibit B is ''Automatic Speaker Recognition Recent Progress, 
Current Applications, and Future Trends," which was Presented at the AAAS 2000 Meeting, 
Humans, Computers and Speech Symposium on February 19, 2000, shows this term is for a 
well-known computerized device that is a programmable, physical machine with a defined 
meaning. There are numerous technical papers on this type of device, e.g., Rosenberg, A.; 
Sambur, M., "New techniques for automatic speaker verification," Acoustics, Speech, and Signal 
Processing [see also IEEE Transactions on Signal Processing] , Vol. 23, No. 2, pp. 169-176, 
April 1975, see Summary in Exhibit C as attached. Moreover, this term is so well known in the 
art for a physical machine, having a computer, that it is now a recognized acronym, i.e., ASV, for 
automatic speaker verification. See Exhibit D. 

Also, as previously stated, there are Declarations of David P. Morgan, who is the Vice 
President, Enterprise Technology & Architecture of Fidelity Investments Systems Company in 
Boston, Massachusetts, which is attached as Exhibit E, and of Michael Phillips, who is the Co- 
Founder and Chief Technology Officer of Vlingo Corp., in Cambridge, Massachusetts, and is the 
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Co-Founder of SpeechWorks International, Inc., which is attached as Exhibit F. Both 
individuals believe that an "adaptive speaker identity verification system," is well-known in the 
art for a physical machine, having a computer, which receives a person's unclassified 
speech and converts that speech to data and then is able to perform analysis on that data 
utilizing statistics to verify the identity of a particular person. Moreover, both Experts 
believe that a person skilled in speaker identity verification technology would easily be able to 
implement the Applicant's Invention disclosed in U.S. Patent Application Publication No. 
20020198857 in an adaptive speaker identity verification system by merely reading U.S. Patent 
Application Publication No. 20020198857 and then programming the adaptive speaker identity 
verification system. Both individuals believe that it would be a very straightforward process 
based on a reading of U.S. Patent Application Publication No. 2002/0198857, so there would be 
no need for any undue experimentation involving the adaptive speaker identity verification 
system. Therefore, there are two Declarations from Experts in this field who believe that it 
would be a very simple and straightforward process to program a commonly available adaptive 
speaker identity verification system to replicate the features found in Applicant's U.S. Patent 
Application Publication No. 20020198857, which includes the limitations found in Claims 23 
and 35. 

Since Claims 23 and 35 provide limitations of a physical machine, having a computer, 
directly in each Claim, it is respectfiilly beUeved this rejection under 35 U.S.C. § 101 is 
overcome. Under the Manual for Patent Examining Procedure ("M.P.E.P") § 2107, the 
Examiner is required to ".. .ensure that the claims define statutory subject matter i.e., a process, 
machine, manufacture, composition of matter, or improvement thereof." (emphasis added). In 
this case, an adaptive speaker identity verification system is a well known machine that 



4709297.3 



-18- 



utilizes computer. Moreover, "if at any time during the examination, it becomes readily 
apparent that the claimed invention has a well-established utility, do not impose a rejection based 
on lack of utility. An invention has a well-established utility if (i) a person of ordinary skill in 
the art would immediately appreciate why the invention is useful based on the characteristics of 
the invention (e.g., properties or applications of a product or process), and (ii) the utility is 
specific, substantial, and credible." M.P.E.P § 2107. In this case, an adaptive speaker identity 
verification system that is programmed to perform the features found in Claims 23 and 35 
provides a very specific, substantial, and credible utility by providing a simple, intuitive, one- 
dimensional, decision support scale that is completely independent of the underlying features of 
the adaptive speaker verification system to assist in controlling the decision criterion in a wide 
variety of verbal transactions, e.g., financial transactions. 

Therefore, since an "adaptive speaker identity verification system" is a well-known 
physical machine that utilizes a computer, and this term was present in the Applicant's original 
patent application, as filed, it is respectfully believed that "it is clear within which of the 
enumerated categories a claimed invention falls," i.e., machine, and Claims 23 and 35 
overcome the rejection under 35 U.S.C. § 101. 

Since Claims 25-31, 37-39, 41-44, and 52-55 depend fi-om Claims 23 and 35 and contain 
all of the limitations of Claims 23 and 35, as amended, it is respectfully believed that Claims 25- 
31, 37-39, 41-44, and 52-55 overcome the rejection under 35 U.S.C. § 101 in the same maimer as 
Claims 23 and 35. 

Rejections under 35 U.S.C. § 103ra): 

Claim 23 and Claim 35 were rejected under Hamid (U.S. Patent No. 6,038,334) in view 
of Campbell {"Object Recognition for an Intelligent Room, IEEE Conference on Computer 
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Vision and Pattern Recognition, Hilton Head, South Carolina, June 2000"). Claim 23 has been 
amended to now recite "receiving first input data, which represents a person's unclassified 
speech utilizing the adaptive speaker identity verification system; receiving second input data, 
which represents in part probability distributions for authentic and spurious classes based upon 
the pooled output statistics of the adaptive speaker identity verification system, including the 
equal error rate, and which represents in part optional parameters to focus on at least one region 
of interest in a decision space; . ..." As shown in detail by Applicant in response to the rejection 
under 35 U.S.C. § 1 12, no new matter has been added. In marked contrast, Hamid recites: "A 
method of registering biometric information of an individual comprising the steps of: a) 
providing a biometric information sample from each of a plurality of different biometric sources 
of the same individual to at least one biometric input device in communication with a host 
processor; b) associating each provided biometric information sample with a biometric source; c) 
using the processor, registering each biometric information sample against a template 
associated with the associated biometric source;..." (Claim 1, Column 13, Lines 43-53) 
(emphasis added). Comparing a single data source against a template is very different operation 
than two sources of data. Moreover, the portions recited by the Examiner, Column 10, Line 48 
to Colum 11, Line 39 are directed to equations involving fingerprints and not speech. Moreover, 
Claim 23 fiirther recites: ".. .computing a transform based on the output; and of the first input 
data using the second input data with a normalized detector scale transformer associated with the 
adaptive speaker identity verification system onto a normalized, one dimension, decision scale 
based on the transform; . . . ." As shown in detail by Applicant in response to the rejection under 
35 U.S.C. § 1 12, no new matter has been added. Also, Claim 23 fiarther recites: "establishing at 
least one decision criterion, wherein the at least one decision criterion corresponds to a level of 
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similarity or a level of dissimilarity between the first input data representing a person's 
unclassified speech data and the second input data with the adaptive speaker identity verification 
system." As shown in detail by Applicant in response to the rejection under 35 U.S.C. § 1 12, no 
new matter has been added. These two features are wholly absent from Hamid. Moreover, 
Hamid simply obtains the biometric information and determines a coordinate in n Dimensional 
space and then determines a region in n Dimension space and then ascertains if the coordinate 
falls within that region as shown in Fig 5. Therefore, Hamid simply represents an example of a 
"non-parametric pattern recognition system." 

Campbell et al. is directed to ". . .a new object recognition algorithm that is especially 
suited for finding everyday objects in an intelligent environment monitored by color video 
cameras" (Campbell et al., Page 1, Column 1, Section 1, Lines 1-4). Moreover, Campbell et al. 
recites: "We present an algorithm that can be trained with only a few images of the object, that 
requires only two parameters to be set, and that runs at 0.7 Hz on a normal PC with a normal 
color camera. The algorithm represents an object's features as small, quantized edge templates, 
and it represents the object's geometry with "Hough kernels". The Hough kernels implement a 
variant of the generalized Hough transform using simple, 2D image correlation. The algorithm 
also uses color information to eliminate parts of the image from consideration." (Campbell et 
al., Abstract, Page 1, Column 1, Lines 8-18) (emphasis added). Therefore, Campbell et al. is for 
a visual recognition system that teaches away from the Applicant's Invention by using objects 
and creating a two dimension correlation while the Applicant's Invention, as claimed, requires, 
". . .computing a transform of the first input data using the second input data with a normalized 
detector scale transformer associated with the adaptive speaker identity verification system onto 
a normalized, one dimension, decision scale based on the transform."(emphasis added). 
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Therefore, Campbell et al. clearly teaches away from the Applicant's Invention that utilizes "a 
normalized, one dimension, decision scale" as claimed. The Supreme Court held in U.S. v. 
Adams, 383 U.S. 39, 148 U.S.P.Q. 479 (1966), that one important indicium of nonobviousness is 
"teaching away" from the claimed invention by the prior art or by experts in the art at (and/or 
after) the time the invention was made. This is specifically mandated by the Manual of Patent 
Examining Procedure (M.P.E.P.) § 2141 .02, which recites: "A prior art reference must be 
considered in its entirety, i.e., as a whole, including portions that would lead away from the 
claimed invention." W.L. Gore & Associates, Inc. v. Garlock, Inc., 721 F.2d 1540, 220 U.S.P.Q. 
303 (Fed. Cir. 1983), cert, denied, 469 U.S. 851 (1984). Moreover, "...if proposed modification 
would render the prior art invention being modified unsatisfactory for its intended purpose, then 
there is no suggestion or motivation to make the proposed modification." In re Gordon, 733 
F.2d 900, 221 U.S.P.Q. 1 125 (Fed. Cir. 1984). The mere fact that references can be combined or 
modified does not render the resultant combination obvious imless the prior art also suggests the 
desirability of the combination. In re Mills, 916 F.2d 680, 16 U.S.P.Q.2d 1430 (Fed. Cir. 1990). 

Moreover, it is respectfiiUy believed to be axiomatic that this feature is not disclosed in 
either Hamid or Campbell et al., i.e., computing a transform of the first input data using the 
second input data with a normalized detector scale transformer associated with the adaptive 
speaker identity verification system onto a normalized, one dimension, decision scale based on 
the transform, cannot come into being by their combination. Moreover, there is no teaching, 
suggestion, or motivation in the prior art that would have led one of ordinary skill to modify the 
prior art reference or to combine prior art reference teachings to arrive at the claimed invention. 
"To reject a claim based on this rationale, U.S. Patent Office personnel must resolve the Graham 
factual inquiries. Office personnel must then articulate the following: (1) a finding that the 
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prior art included each element claimed, although not necessarily in a single prior art 
reference, with the only difference between the claimed invention and the prior art being the lack 
of actual combination of the elements in a single prior art reference; (2) a finding that one of 
ordinary skill in the art could have combined the elements as claimed by known methods, and 
that in combination, each element merely would have performed the same function as it did 
separately." (Federal Register / Volume 72, No. 195 / Wednesday, October 10, 2007 / Notices, 
Page 57529, ''Examination Guidelines for Determining Obviousness Under 35 U.S.C. §103 in 
View of the Supreme Court Decision in KSR International Co. v. Teleflex Inc.") (emphasis 
added). 

The Applicant's Invention, as claimed, requires the use of output statistics with an 
adaptive speaker verification system to provide a simple, intuitive, one-dimensional, decision 
support scale that is completely independent of the underlying features of the adaptive speaker 
verification system. Therefore, Hamid and Campbell et al. both describe methods in which the 
output of their pattern recognition system is a Yes/No decision based upon comparing a specific 
instance of a newly classified biometric image (or an visual object in Campbell et al.) against a 
pre-determined criterion or pre-determined hmits, which is described in the Background of the 
Invention for the Applicant's Published Patent Application, i.e., U.S. Patent Application 
Publication No. 20020198857, which is summarized as "traditional methods such as operating 
characteristic analysis." (U.S. Patent Application Publication No. 20020198857, Page 2, 
Paragraph [0019], Line 4). In marked contrast, the AppUcant's invention is a unique, two-stage 
process that "utilizes the class-specific probability distribution of a pattern recognition system to 
make the selection of the operating criteria independent of the particulars of the pattern 
recognition system", and that provides an intuitive interface for decision criteria selection. In 
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determining the differences between the prior art and the claims, the question under 35 U.S.C. 
§ 103 is not whether the differences themselves would have been obvious, but whether the 
claimed invention as a whole would have been obvious. Stratoflex, Inc. v. Aeroquip Corp., 713 
F.2d 1530, 218 U.S.P.Q. 871 (Fed. Cir. 1983); Schenckv. Nortron Corp, 713 F.2d 782, 218 
U.S.P.Q. 698 (Fed. Cir. 1983). 

Moreover, any statement that modifications of the prior art to meet the claimed invention 
would have been well within the ordinary skill of the art at the time the claimed invention was 
made because the references relied upon teach that all aspects of the claimed invention were 
individually known in the art is not sufficient to establish a prima facie case of obviousness 
without some objective reason to combine the teachings of the references. Ex parte Levengood, 
28 U.S.P.Q.2d 1300 (Bd. Pat. App. & Inter. 1993). "[R]ejections on obviousness cannot be 
sustained by mere conclusory statements; instead, there must be some articulated reasoning with 
some rational underpirming to support the legal conclusion of obviousness." KSR International 
Co. V. Teleflex Inc., 82 U.S.P.Q.2d 1385 at 1396 (U.S. 2007) quoting In re Kahn, 441 F.3d 977, 
988, 78 U.S.P.Q.2d 1329, 1336 (Fed. Cir. 2006). There is no reason to modify the two 
dimensional visual object recognition system of Campbell or the fingerprint recognition system 
in n dimensional space of Hamid to arrive at the Applicant's claimed invention, which is a one- 
dimensional, decision support scale that is completely independent of the underlying features 
of an adaptive speaker verification system. It is well established in U.S. Patent Law as well as 
the Manual for Patent Examining Procedure (M.P.E.P.) § 2143.03 that "to establish prima facie 
obviousness of a claimed invention, all the claim limitations must be taught or suggested by 
the prior art." In re Royka, 490 F.2d 981, 180 U.S.P.Q. 580 (C.C.P.A. 1974) (emphasis added). 
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"All words in a claim must be considered in judging the patentability of that claim against the 
prior art." In re Wilson, 424 F.2d 1382, 1385, 165 U.S.P.Q. 494, 496 (C.C.P.A. 1970). 

Therefore, Claims 23 and 35 overcome the rejection under 35 U.S.C. § 103(a) as being 
impatentable over Hamid in view of Campbell et al. 

Claim 24 was previously canceled by Applicant and Claims 33, 36 and 46 are currently 
canceled in this Amendment. Therefore, the rejection of Claims 24, 33, 36 and 46 under 35 
U.S.C. § 103(a) as being unpatentable over Hamid in view of Campbell et al. is respectfully 
believed to be rendered moot. 

Claim 44 was rejected under 35 U.S.C. § 103(a) as being unpatentable over Hamid in 
view of Campbell et al. Since Claim 44 depends from and contains all of the limitations of 
Claim 35, Claim 44 is felt to distinguish over Hamid in view of Campbell et al. in the same 
manner as Claim 35. Therefore, Claim 44 overcomes the rejection under 35 U.S.C. § 103(a). If 
an independent claim is nonobvious under 35 U.S.C. § 103(a), then any claim depending 
therefrom is nonobvious. In re Fine, 837 F.2d 1071, 5 U.S.P.Q.2d 1596 (Fed. Cir. 1988). 

Moreover, Claim 44 recites: "wherein the at least one decision criterion defines a single 
threshold number corresponding to the level of similarity or the level of dissimilarity." Hamid 
recites: ". . .determining if a point in a multidimensional space and having coordinates 
corresponding substantially to the registration values falls within a multidimensional range 
determined in dependence upon a predetermined false acceptance rate;. ..." (Hamid, Column 3, 
Lines 23-27). Campbell et al. recites: "The algorithm represents an object's features as small, 
quantized edge templates, and it represents the object's geometry with "Hough kernels". The 
Hough kernels implement a variant of the generalized Hough transform using simple, 2D image 
correlation." (Campbell et al.. Page 1, Colum 1, Abstract, Lines 12-17). 
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Therefore, finding a single threshold number corresponding to the level of similarity or 
the level of dissimilarity provides marked contrast to finding if a point in a multidimensional 
space and having coordinates corresponding substantially to the registration values falls within a 
multidimensional range, as found in Hamid, or using a two dimensional algorithm to represent 
visual objects, as found in Campbell et al. Therefore, one of ordinary skill in the art could not 
have combined the claimed elements by known methods due to technological difficulties 
presented by the technology disclosed in Hamid and Campbell et al. as well as the fact that the 
elements in combination would not achieve the Applicant's claimed Invention. In determining 
obviousness, the proper analysis is whether the claimed invention would have been obvious to 
one of ordinary skill in the art after consideration of all the facts. "To reject a claim based on 
this rationale, U.S. Patent Office personnel must resolve the Graham factual inquiries. Office 
persormel must then articulate the following: (1) a finding that the prior art included each 
element claimed, although not necessarily in a single prior art reference, with the only difference 
between the claimed invention and the prior art being the lack of actual combination of the 
elements in a single prior art reference; (2) a finding that one of ordinary skill in the art could 
have combined the elements as claimed by known methods, and that in combination, each 
elemeat merely would have performed the same function as it did separately." (Federal 
Register / Volume 72, No. 195 / Wednesday, October 10, 2007 / Notices, Page 57529, 
'^Examination Guidelines for Determining Obviousness Under 35 U.S.C. §103 in View of the 
Supreme Court Decision in KSR International Co. v. Teleflex Inc.") (emphasis added). In this 
case, the Applicant's Invention, as claimed, is the only one that defines a single threshold 
number corresponding to the level of similarity or the level of dissimilarity. This feature would 
destroy Hamid or Campbell et al. for their intended purposes. If the proposed modification 
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would render the prior art invention being modified unsatisfactory for its intended purpose, then 
there is no suggestion or motivation to make the proposed modification. In re Gordon, 733 F.2d 
900, 221 U.S.P.Q. 1 125 (Fed. Cir. 1984). Moreover, "all words in a claim must be considered in 
judging the patentability of that claim against the prior art." In re Wilson, 424 F.2d 1382, 1385, 
165 U.S.P.Q. 494, 496 (CCPA 1970). 

Therefore, Claim 44 overcomes the rejection under 35 U.S.C. § 103(a) as being 
unpatentable over Hamid in view of Campbell et al. 



Therefore, it is now believed that all of the pending Claims in the present application are 
in condition for allowance. Favorable action and allowance of the Claims is therefore 
respectfully requested. If any issue regarding allowability of any of the pending Claims in the 
present application could be readily resolved, or if other action could be taken to further advance 
this application such as an Examiner's Amendment, or if the Examiner should have any 
questions regarding the present Amendment, it is respectfully requested that the Examiner please 
telephone the Applicant's undersigned attorney in this regard. 



CONCLUSION 



Respectfully submitted. 




Kevin M. Kercher, Reg. No. 33,408 

Thompson Coburn LLP 

One US Bank Plaza 

St. Louis, MO 63101-1693 

(314) 552-6345 

(314) 552-7345 (fax) 

Attorney for Applicant 

Dated: April 3, 2008 
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ABSTRACT 



The present invention describes a system and method for 
enabling a caller to obtain access to services via a telephone 
network by entering a spoken first character string having a 
plurality of digits. Preferably, the method includes the steps 
of prompting the caller to speak the first character string 
beginning with a first digit and endmg with a last digit 
thereof, recognizing each spoken digit of the first character 
string using a speaker-independent voice recognition algo- 
rithm, and then following entry of the last digit of the first 
stiing, initially verifying the caller's identity using a voice 
verification algorithm. After initial verification, the caller is 
again prompted to enter a second character string, which 
must also be recognized before access is effected. 

5 Claims, 3 Drawing Sheets 
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1 

VOICE-CONTROLLED ACCOUNT ACCESS 
OVER A TELEPHONE NETWORK 

This application is a continuation-in-part of prior appli- 
cation Ser. No. 901,742, filed Jun. 22, 1992, now U.S. PaL 5 
No. 5,297, 194, which was a continuation of prior application 
Ser. No. 07/523,486 filed May 15, 1990, now U.S. PaL No. 
5,127,043. 

TECHNICAL FIELD 10 

The present invention relates generally to voice recogni- 
tion techniques and more specifically to a voice recognition/ 
verification method and system for enabling a caller to 
obtain access to one or more services via a telephone jj 
network. 

BACKGROUND OF THE INVENTEON 

Voice verification is the process of verifying a person's 
claimed identity by analyzing a sample of that person's 20 
voice. This form of security is based on the premise that each 
person can be uniquely identified by his or her voice. The 
degree of security afforded by a verification technique 
depends on how well the verification algorithm discrimi- 
nates the voice of an authorized user from all unauthorized ^5 
users. 

It would be desirable to use voice verification schemes to 
verify the identity of a telephone caller. Such schemes, 
however, have not been successfully implemented. In par- 
ticular, it has proven difficult to provide cost-effective and 
accurate voice verification over a telephone network. Gen- 
erally, this is because the telephone network is a challenging 
environment that degrades the qualify of speech through the 
introduction of various fypes of noise and band-limitations. 
The difficulty in providing telephone-based voice verifica- 
tion is further complicated by the fact that many types of 
microphones are used in conventional telephone calling 
stations. These microphones include carbon button handsets, 
electret handsets and electret speaker phones. Each of these 
devices possesses unique acoustic properties that affect the 
way a person' s voice may sound over the telephone network. 

Given the inherent limitations of the prior art as well as 
the poor ftequency response of the telephone network, it has 
not been possible to successively integrate a voice recogni- 
tion and verification system into a telephone network. 

BRIEF SUMMARY OF THE INVENTION 

It is an object of the present invention to provide a method 
and system for voice recognition and voice verification over 50 
a telephone network. 

It is yet another object of the present invention to provide 
a method and system for enabling a caller to obtain access 
to one or more services via a telephone networic using 
voice-controlled access techniques. 

It is still another object of the invention to provide 
simultaneous speaker-independent voice recognition and 
voice verification to facilitate access to services via a band- 
limited communications channel. ^ 

It is another object of the invention to provide a method 
for verifying the claimed identity of an individual at a 
telephone to enable the individual to obtain access to ser- 
vices or privileges limited to authorized users. 

These and other objects of the invention are provided in 65 
. a method for enabUng a caller to obtain access to services via 
a telephone networic by entering a spoken password having 



2 

a plurality of digits. The method begins by prompting the 
caller to speak the password beginning witii a first digit and 
ending with a last digit thereof. Each spoken digit of the 
password is then recognized using a speaker-independent 
voice recognition algorithm. Following entry of the last digit 
of tiie password, a determination is made whetiier ihs 
password is valid. If so, tiie caller' s identity is verified using 
a voice verification algorithm. 

This method is implemented according to the invention 
using a system compising a digital processor, storage means 
connected to the digital processor, prompt means contiwlled 
by the digital processor for prompting a caller to speak a 
password beginning vidth a first digit and ending with a last 
digit thereof, speech processing means controlled by the 
digital processor for effecting a multistage data reduction 
process and generating resultant voice recognition and voice 
verification parameter data, and voice recognition and veri- 
fication decisionroutines. He storage means includes a read 
only memory for storing voice recognition feature transfor- 
mation data and voice recognition class reference data both 
derived firom a first plurality (e.g., 1000) of training speakers 
over a telephone network. The ROM also stores voice 
verification feature transformation data derived from a sec- 
ond plurality (e.g., 100-150) of training speakers over a 
telephone network. The voice recognition feature transfor- 
mation and class reference data and the voice verification 
feature transformation data are derived in off-line training 
procedures. The storage means also includes a database of 
voice verification class reference data comprising data 
derived from users authorized to access the services. 

The voice recognition routine comprises transformation 
means that receives the speech feature data generated for 
each digit and the voice recognition feature transformation 
data and in response thereto generates voice recognition 
parameter data for each digit. A digit decision routine 
receives the voice recognition parameter data and the (digit- 
relative) voice recognition class reference data and in 
response thereto generates an output indicating the digit. The 
voice recognition routine may also include a password 
validation routine responsive to entry of the last digit of the 
password for determining if the password is valid. 

The voice verification routine is controlled by the digital 
processor and is responsive to a determination that the 
password is valid for determining whether the caller is an 
authorized user. This routine includes ti:ansfoimation means 
that receives the speech feature data generated for each digit 
and the voice verification feature transformation data and in 
response thereto generates voice verification parameter data 
for each digit. A verifier routine receives the voice verifi- 
cation parameter data and the (speaker-relative) voice veri- 
fication class reference data and in response tiiereto gener- 
ates an output indicating whether the caller is an authorized 

By way of further background, assume a caller places a 
call from a conventional calling station telephone to a 
financial institation or credit card verification company in 
order to access account information. The caller has previ- 
ously enrolled in the voice verification database that 
includes his or her voice verification class reference data. 
The financial institotion includes suitable input/output 
devices connected to the system (or integrally therewith) to 
interface signals to and from the telephone line. Once the 
call setiip has been established, the digital processor controls 
the prompt means to prompt the caller to begin digit-by-digit 
entry of the caller's preassigned password. The voice rec- 
ognition algorithm processes each digit and uses a statistical 
recognition strategy to determine which digit (zero through 
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nine and "oh") is spoken 
nized, a test is made h 
password is valid for the system. If so, the caller is condi- 
tionally accepted. In other words, if the password is valid the 
system "knows" who the caller claims to be and where the < 
account information is stored. 

Thereafter, the system perfonns voice verification on the 
caller to deteimine if the entered password has been spoken 
by a voice previously enrolled in the voice verification 
reference database and assigned to the entered password. If j 
the verification algorithm establishes a "match," access to 
the data is provided. If the algorithm substantially matches 
the voice to the stored version thereof, but not within a 
predetermined acceptance criterion, the system prompts the 
caller to input adc^tional personal information (e.g., the 
caller's social security number or birthdate) to flarther test 
the identity of the claimed owner of the password. If the 
caller cannot provide such information, the system rejects 
the access inquiry and the call is terminated. 

In the prefeired embodiment of this invention, even if the 
verification algorithm establishes a "match" between the 
entered password and a voice previously enrolled in the 
voice verification reference database and assigned to the 
entered password, a further security technique is employed 
before the caller is provided access to his or her account or 
to otherwise carry out a transaction. In particular, the caller ^ 
is prompted to enter some other identifying information 
which must then be recognized by a preferably speaker- 
dependent voice recognition algorithm before access is 
allowed. For example, if the first spoken character string is 
an "account number," then the addtional identifying infor- 
mation may be the caller's social security number or other 
code. If the first spoken character string was a secret 
personal identification code, then the additional identifying 
information may be the caller's account number. In either 
case, simultaneous recognition and verification is performed ^ 
on the first character string, at which point the system knows 
that the caller is who he or she purports to be and that the 
caller's voice matches (to some acceptable degree) a voice 
previously enrolled in the voice verification reference data- 
base and assigned to the entered character string. According * 
to this preferred embodiment of the invention, the additional 
security is provided by requiring the caller to fiirther provide 
the additional identi^ng information to prevent fraud. 

Preferably, the additional identifying information is only ^ 
valid for a predetermined time period (e.g., one month), and 
thus the subscriber will contact the service at regular inter- 
vals to alter such information. Continuous modification of 
the additional identifying information fiirther enhances the 
security of the system. ^ 

These objects should be construed to be merely illustra- 
tive of some of the more prominent features and applications 
of the invention. Many other beneficial results can be 
attained by applying the disclosed invention in a different 



HG. 2 is a schematic diagram of the digital processing 
system of HG. 1 for use in providing speaker-independent 
voice recognition and verification; 

FIG. 3 is a block diagram of voice recognition/verification 
algorithms for use in this invention; 

FIG. 4 is a flowchart describing the verifier routine of 
HG. 3; and 

FIG. 5 is a block diagram of the preferred embodiment of 
the invention wherein an additional security check is per- 
formed before access is allowed to the caller's account. 

Similar reference characters refer to similar parts and/or 
steps throughout the several views of the drawings. 

DETAILED DESCRIPTION 

FIG. 1 illustrates a block diagram of a conventional 
telephone network 10 having a calling station 12 connect- 
able to a digital processing system 14 of a financial insti- 
tution. According to the teachings of the present invention, 
the digital processing system 14 includes a speaker-inde- 
pendent voice recognition algorithm 48 and an associated 
voice verification algorithm 50 to facilitate voice-controlled 
access to one or more services 20 offered by the financial 
institotion. These services include, but are not limited to, 
account balance inquiry and electronic funds transfer. More- 
over, while the following discussion describes the use of 
voice recognition/verification in the context of accessing 
information stored in a financial institution, it should be 



applications such as credit card validation and personal 
identification validation. Further, it should also be appreci- 
ated that the telephone network may include other devices 
and switching systems conventional in the art. Accordingly, 
calling station 12 may be connected through a central office 
or other switching device, such as an access tandem or 
interexchange carrier switching system, before connection 
to the service provider. 

Referring now to FIG. 2, a block diagram is shown of a 
digital processing system 14 for use in the present invention 
to provide the initial step of simultaneous speaker-indepen- 
dent voice recognition and verification. The system, 
described in U.S. Pat. No. 5,127,043, includes a central 
processing unit (CPU) 30 for controlling the overall opera- 
tion of the system. The CPU includes data, address and 
control buses represented generally by the reference numeral 
32. As seen in FIG. 2, the system 14 also includes conven- 
tional input/output devices such as a keyboard 34, display 
terminal 36, speech generator 38 and printer 40. A commu- 
nications interface 42 (which may be microprocessor-con- 
trolled) interfaces the system to the telephone line. Random 
access memory ("RAM") 44 is coimected to the CPU by bus 
32 for providing temporary storage of data processed 
manner or modifying the invention as will be described. 55 thereby. Read only memory ("ROM") 45 is likewise con- 



Accordingly, other objects and a fuller understanding of the 
invention may be had by referring to the following Detailed 
Description of the preferred embodiment. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete understanding of the present inven- 
tion and the advantages thereof, reference should be made to 
the following Detailed Description taken in coimection with 
the accompanying drawings in which: 

FIG. 1 is a schematic diagram of a telephone network 
having a calling station connectable to a digital processing 
system of a service provider such as a financial institution; 



nected to the digital processor for providing permanent 
storage of special recognition and verification data as will be 
described below. Disk storage 46 supports control programs 
including a voice recognition algorithm 48 and a voice 
60 verification algorithm 50 as well as suitable control pro- 
grams (not shown). 

ROM 45 stores voice recognition reference information 
for use by the voice recognition algorithm 48. This infor- 
mation is of two (2) types: voice recognition feature trans- 
65 formation data 52a and voice recognition class reference 
data 526 derived from a first plurality of training speakers 
over a telephone network. In particular, voice recognition 
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feature transformation data 52a and voice recognition class 
reference data 52b is derived, in a prior off-line process, 
from a voice recognition training database (not shown) 
including "digit" data from a large number of training 



The system 14 also includes a transaction database 56 for 
storing financial and transaction data, such as account bal- 
ances, credit information and the like. This information is 
preferably stored at predetermined locations addressed by 



speakers (e.g., 1000) collected over the telephone network. 5 the caller's password. Thus the password identifies both the 



This training database 52 includes local and long distance 
data, and significant amounts of data are collected through 
carbon button handset microphones and electret handset 
microphones. The voice recognition class reference data 52i 
includes a representation for each digit word (e.g., "one," 
?two," etc.) as a "class" sought to be recognized by the voice 
recognition algorithm 48. For example, the representation of 
the dass for the digit "one" is derived from the data from all 
of the training speakers who spoke the digit "one." 

The voice recognition training database is thus designed 
to represent the &tribution of acoustic characteristics of 
each digit word across a large population of speakers. The 
purpose and effect of the analysis performed on this database 
is to optimize the parameters of a multiple stage data 
■ ■ JO discover and accurately represent 



caller and the location of the data sought to be accessed. 

In operation, as described in U.S. Pat. No. 5,127,043, 
assume a caller places a call from the calling station 12 to the 
financial institution in order to access account information. 
The caller has previously enrolled in the voice verification 
reference database 55. Once the call setup has been estab- 
lished, the speech generator 38 of the digital processing 
system 14 prompts the caller to begin digit-by-digit entry of 
the caller's predetermined password starting vrith the first 
digit and ending with the last digit thereof. Prompting of the 
digits, alternatively, can be efferted in aiiy desired manner or 
sequence. Signals are interfaced to the telephone Ime by the 
communications interface 42. As each digit is spoken, tiie 
voice recognition algorithm 48 processes the received infor- 
mation and, as will be described below, uses a statistical 



reduction process ^ _ • ,n ^^^^^ „ — 

fliose charactensucs of each digit word that differentiate it 20 j^^^jj^^ decision strategy to determine flie digit (zero 
from each other digit word, regardless of speaker. ^^^^^ ..„jj„) 

ROM 45 also supports voice verification feature transfor- 
mation data 52c. This data is derived, in a prior off-line 

preferably mcludes data generated from approjamately 
100-150 training speakers and is collected over the tele- 
phone network. The database includes local and long dis- 
tance data, and significant amounts of data are collected 
through carbon button handset microphones and electret 30 
handset microphones. Each training speaker is provided 
with a script containing random digit sequences. The 
sequences are spoken in a predetermined number (e.g., 5) of 
separate recordSng sessions, with the first recording session 



After all digits have been recognized, a test is made to 
determine whether the entered password is valid for the 



conditionally accepted because the system "knows" who the 
caller claims to be and thus where the account information 
is stored. Thereafter, the system uses the voice verification 
algorithm 50 to perform voice verification on the caller to 
determine if the entered password has been spoken by a 
voice previously enrolled in the database 55 and assigned to 
the entered password. If the verification algorithm 50 estab- 
lishes a "match" witiiin predetermined acceptance criteria, 
access to tiie data or otiier system service is allowed 



containing a predetermined number (e.g., 5) of passes of the (although in the preferred embodiment an additional security 

digits spoken in random order. The subsequent sessions each — • -"■^ ^ a=^,^,^a\ tf tv,a oi<TnWt>,m «n 

contain a predetermined numbCT (e.g., 3) of passes of the 
digits spoken in random order, and each recording session is 
separated from the previous session by at least one day. 

The voice verification training database is thus designed 40 
to represent the distribution of acoustic characteristics of 
each digit word spoken by a particular training speaker 
across multiple utterances of the digit word by that speaker. 
The purpose and effect of the analysis performed on this 



check is required as will be described). If the algoritimi 50 
cannot substantially match the entered voice to a voice 
stored in the database 55, the system rejects the access 
inquiry and the call is terminated. If the algorithm 50 
substantially matches the entered voice to a voice stored in 
the database 55, but not within a predetermined acceptance 
criterion, the system prompts the caller to input additional 
personal information (e.g., tiie caller's social security num- 
ber, account number or other key words) associated with the 



database is to optimize tiie parameters of a multiple stage 45 password to ftoher test tiie identity of flie claimed owner of 



data reduction process so as to discover and accurately 
represent tiiose characteristics of each digit word uttered by 
each particular training speaker that differentiate it from the 
same digit word uttered by each other training speaker. 

The voice verification technique requires the authorized 5 
users of tiie system (i.e., tiiose persons expected to call over 
the telephone system to access information) to have previ- 
ously enrolled in tiie system. Accordingly, tiie system 14 
also includes a voice verification reference database 5' 



the password. If the caller cannot provide such additional 
identifying information, the system rejects tiie access 
inquiry and tiie call is terminated. Correct entry of flie 
requested information enables the caller to gain access to tiie 
service. 

Referring now to FIG. 3, a block diagram is shown of an 
embodiment of the voice recognition and verification algo- 
ritiuns 48 and 50 as described in U.S. Pat. No. 5,127,043. As 
will be seen, algorithms 48 and 50 share tiie functional 



comprising voice verification class reference data collected 55 blocks set fortii in tiie upper portion of the block diagram, 

from users autiiorized to access tiie services. Enrollment is These blocks comprise a speech processing means for 

preferably accomplished by having the user speak a ten-digit carrying out a first tier of a multistage data reduction 

password five times. For further security, tiie caller is asked process. In particular, as speech is input to tiie system 14, a 

to answer a few factoal personal questions tiiat can be feature extractor 60 extracts a set of primary featorestiiat are 

answered using digits or words recognizable by tiie voice 60 computed in real time every 10 milliseconds. The primary 

recognition algorithm 48. These questions may include, but features include heuristically-developed time domain fea- 

need not be limited to, flie user's social security number, tures (e.g., zero crossing rates) and frequ eiicy domain infor- 

account number or birtiidate. Each "class" of flie voice mation such as Fast Fourier Transform ("EFT') coefBcients. 

verification class reference data represents an autiiorized The output of the feature extractor 60 is a reduced data set 

user of tiie system. The class reference data for all autiiorized 65 (approximately 4,000 data points/utterance instead of tiie 

users of tiie system is tiien stored in tiie voice verification original approximately 8,000 data points/utterance) and is 

reference database 55. applied to a tiigger routine 62 tiiat captiires spoken words 



using the primary features. The trigger routii 
to a secondary feature routine 63 for computing "secondary 
features" from the primary features. The secondary features 
preferably result from non-linear transformations of the 
priraaiy features. The output of the routine 63 is connected 5 
to phonetic segmentation routine 64. After an utterance is 
captured and the secondary features are computed, the 
routine 64 provides automatic phonetic segmentation. To 
achieve segmentation, the phonetic segmentation routine 64 
preferably locates voicing boundaries by determining an 
optimum state sequence of a two-state Markov process 
based on a sequence of scalar discriminant function values. 
The discriminant function values are generated by a two- 
class Fisher linear transforation of secondary feature vec- 
tors. The voicing boundaries are then used as anchor points 
for subsequent phonetic segmentation. 

After the phonetic boundaries are located by the phonetic 
segmentation routine, the individual phonetic units of the 
utterance are analyzed and so-called "tertiary features" are 
computed by a tertiary feature calculation routine 65. These 
tertiary features preferably comprise information (e.g., 
means or variances) derived from the secondary features 
within the phonetic boundaries. The tertiary features are 
used by both the voice recognition algorithm 48 and the 
voice verification algorithm 50 as will be described. The ^ 
output of the routine 65 is a tertiary feature vector of 
approximately 300 data points/utterance. As can be seen 
then, the upper portion of FIG. 3 represents the first tier of 
the multistage data reduction process which significantly 
reduces the amount of data to be analyzed but still preserves 
the necessary class separability, whether digit-relative or 
speaker-relative, necessary to achieve recognition or verifi- 
cation, respectively. The middle portion of FIG. 3 represents 
a second tier of the data reduction process and, as will be 
described, comprises the transformation routines 49a and 

m. 

To effect speaker-independent voice recognition, the ter- 
tiary features are first supplied to the voice recognition linear 
transformation routine 49a. This routine multiplies flie ter- 
tiary feature vector by the voice recognition featiire trans- 40 
formation data (which is a matrix) 52a to generate a voice 
recognition parameter data vector for each digit. The output 
of the transformation routine 49a is then applied to a voice 
recognition statistical decision routine 66a for comparison 
with the voice recognition class reference data S2b. The 45 
output of the decision routine 66a is a yes/no decision 
identifying whether the digit is recognized and, if so, which 
digit is spoken. 

Specifically, decision routine 66a evaluates a measure of 
word similarity for each of the eleven digits (zero through 50 
nine, and oh) in the vocabulary. The voice recognition class 
reference data 522? includes various elements (e.g., accep- 
tance thresholds for each digit class, inverse covariances and 
mean vectors for each class) used by the decision strategy. 
For a digit to be declared (as opposed to being rejected), 55 
certain acceptance criteria must be met The acceptance 
criteria may include, but need not be limited to, the follow- 
ing. The voice recognition algorithm determines the closest 
match between the class reference data and the voice rec- 
ognition parameter vector for the digit; this closest match is 60 
a so-called "first choice." The next closest match is a 
"second choice." Each choice has its own matching score. 
The digit is declared if (1) the matching score of the first 
choice is below a predetermined threshold, and (2) the 
difference between the matching score(s) of the first choice 65 
and the second choice digits is greater than another prede- 
termined threshold. When all digits of the password have 



8 

been recognized, the voice recognition portion of the 
method is complete. 

To effect voice verification, the tertiary features are also 
supplied to a linear transformation routine 49b tiiat multi- 
plies each tertiary feature vector by the voice verification 
feauire tiransformation data (which is a matrix). The output 
of the routine 49Z> is an Np-element vector p of voice 
verification parameter data for each digit of the password, 
with Np preferably approximately equal to 25. The voice 
verification parameter data vector p is then input to a verifier 
routine 66Z» which also receives the voice verification class 
reference data 52c for the caller. Specifically, the voice 
verification class reference data is provided from the voice 
verification reference database 55. As noted above, the 
address in the database 55 of the caller's voice verification 
class reference data is defined by the caller's password 
derived by the voice recognition algorithm 48. 

Verifier routine 66b generates one of three different out- 
puts: ACCEPT, REJECT and TEST. An ACCEFT output 
may authorize the caller to access data from the transaction 
database 56. The REJECT output is provided if the verifier 
disputes the purported identity of the caller. The TEST 
output initiates the prompting step wherein additional fol- 
low-up questions are asked to verify the caller's identity. 

Referring now to FIG. 4, a flowchart is shown of verifier 
routine 66b of FIG. 3. By way of background, the routine 
begins after the determination, preferably by the voice 
recognition algoritimi 48, tiiat the password is valid. 
Although in the preferred embodiment each voice verifica- 
tion parameter vector is generated as each digit is recog- 
nized, it is equally possible to refrain from generating the 
voice verification parameter vectors imtil after a test is 
performed to determine whether the password is valid. 

The verifier routine begins at step 78. In particular, the 
Np-element voice verification parameter vectors for each 
digit of the spoken password are compared with the previ- 
ously-generated voice verification class reference data vec- 
tors stored in the voice verification reference database 55. 
First, a weighted Euclidean distance d(i) is computed for 
each digit at step 80: 



where: 

p(i,j) is the jtii component of the length-Np vector gen- 
erated from the ith digit in the length-Nd current 
password entry sequence, 

pr(i j) is the jth component of the reference vector of the 
ith digit for the alleged enrolled caller, 

Wj is a constant weighting vector, precalculated to yield 
optimum system performance, and 

d(i) is the resultant weighted Euclidean distance measure 
for the ith digit in the current password entry sequence. 
The distance vector d is then sorted in ascending order: 



d{Nd) = 



Nd 



n WW)... 



Nd 



a WO) 



An ensemble distance is then calculated at step 82 as a 
weighted combination of these sorted distances: 
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s the sorted distance vector 
'2 is another constant weighting vi 



r, precalculated to 
yield optimum system performance, and 
D is the resultant ensemble distance measure for the entire 
current password entry sequence, with respect 
alleged enrolled caller. 
At step 84, the ensemble distance is compared to two (2) 
acceptance thresholds, an upper threshold and a lower 
threshold. If the ensemble distance is below the lower 



based account access systems. Presently, banking systems 
use personal identification numbers of 'TIN" digits entered 
via the telephone keypad to determine elegibility for system 
entry. Voice verification as well as PIN digits may be 
employed to determine if a caller is authorized for access to 
account information. Other uses for the system described 
above include credit information access, long distance tde- 
phone network access, and electronic funds transfer. 
Because the voice verification operates in conjunction with 
10 voice recognition, rotary telephone users are also able to use 
any automated application employing the system. 

In the preferred embodiment, it is desirable to provide 
additional security to the system. This embodiment is shown 
FIG. 5, which is a modification to the system shown ii 



acceptance threshold, the test is positive and the caller gains is FIG. 3. In this embodiment, again assume a caller places a 

call firom a conventional calling station telephone to a 
financial institution or credit card verification company in 
order to access account information. The caller has previ- 

^ ^ ously enrolled in the voice verification database that 

89. If the outcome of the test 84 is between the upper and 20 includes his or her voice verification class reference data. 



; access to the requested service. This is 
ACCEPT output 88. If the distance is greater than the upper 
threshold, the caller's access to the service is denied and the 
method terminates. This corresponds to the REJECT output 



lower thresholds, the method continues at step 90 by 
prompting the caller to answer one or more factual questions 
uniquely associated with the password. This is the TEST 
output. For example, the caller is requested to speak his/her 



The financial institution includes suitable input/output 
devices connected to the system (or integrally therewith) to 
interface signals to and from the telephone line. Once the 
call setop has been established, the digital processor controls 



social security number or his/her account numben Altema- 25 the prompt means to prompt the caller to begin entry of 
lively, the caller can be prompted to enter such identifying « — " — ^''■™ ™'™"' " 
information manually through the telephone keypad or by 
pulling a credit card or the like through a card reader. Of 
course, the nature and scope of the personal information 



first character string. For exemplary purposes, it is assumed 
that the first character string is an account number. Of 
course, the first character string may be a secret password 
known only to caller. The voice recognition algorithm 



requested by the system depends entirely on the system 30 processes each character (in either a discrete or continuous 

operator and tiie degree of security sought by the caller and ^ — ' ct™t.™„ f« 

operator. A test is tiien performed at step 92 to determine if 
the question(s) have been correctiy answered. If the outcome 
of the test is positive, tiie caller again gains access to the 
requested service. If the outcome of the test at step 92 is 35 
negative, access is denied and the method terminates. 

Accordingly, the above described system provides a voice 
recognition/verification system and method having several 
advantages over prior art telephone-based data access 

schemes. The problems inherent in the limited frequency 40 character string has been spoken by a voice previously 



fashion) and uses the statistical recognition strategy t 
determine which character is spoken as previously described 
witii respect to FIG. 3. After all characters of tiie first 
character string have been recognized, a test may be made 
to determine whether the entered string is valid for the 
system. Tliis step may be omitted. If the entered string is 
valid, the caller is conditionally accepted. 

Thereafter, as previously described tiie system performs 
voice verification on tiie caller to determine if fl; 



enrolled in the voice verification rrference database and 
assigned to tiie entered password. If tiie verification algo- 
ritiim establishes a "match," die system knows tiiat the caller 
is who he or she purports to be and that the caller's voice 
matches (to some acceptable degree) a voice previously 
enrolled in tiie voice verification reference database and 
assigned to tiie entered character string. By "match" it is 
meant that the result of the verifier routine is either an 
ACCEPT or TEST output. In either case, however, a 



response environment of a telephone network are amelio- 
rated through the use of a speaker-independent voice rec- 
ognition system and a voice verification algorithm. The 
voice verification algorithm is "trained" by a voice verifi- 
cation training database that includes speaker classifications 4 
as opposed to word classifications. Moreover, the verifica- 
tion igorithm uses tertiary features and voice verification 
feature transformation parameters to calculate a preferably 
25-element vector for each spoken digit of tiie entered 

password. These vectors are tiien compared witii voice so additional security check is performed (altiiough it may be 
verification class reference data (for tiie caller) and a desirable to perform tiie additional security check only for 
weighted EucUdean distance is calculated for each digit An tiie TEST output). like die HG. 3 embodiment, tiie system 
ensemble distance for tiie entire password is flien computed prompts tiie caller to input additional information. If tiie first 
and compared to two acceptance fliresholds to determine if character string was an account number, tiien tiie additional 
tiie caller's voice matches his or her previously stored voice 55 information may be caUer's social security number, birth- 
templates. Callers who "almost match" must get through an date, or otiier keywords. If tiie firet character stiing was itself 
additional level of security before access to tiie data or a secret password, tiien tiie additional information might be 
service is authorized. the caller's account number. The additional security level, in 
The digital processing system may be, but is not limited eiflier case, allows tiie system to fiirtiier test die identity of 
to, a IBM AT personal computer which is connected to a 60 tiie claimed owner of tiie first character string, even where 
local area network for storing and accessing verification flie original verifier output was ACCEPT, 
reference data. For telephone-based applications reqmring As seen in HG. 5, after tiie caller is again prompted to 
confidential access to information, tiie system 14 has numer- enter tiie additional identifying information (which will be 
ous applications. By way of example only, voice verification referred to hereinafter as tiie second character string), the 
over tiie telephone network has significant potential for 65 stiing is processed again by flie multi-stage data reduction 
eliminating calling card fraud. In addition, banks and otiier process (elements 60, 62, 63, 64 and 65). At tiiis point, die 
financial institations can provide more security to telephone- second character string is applied to a speaker-dependent 
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voice recognition feature transformation 49c, which receives 
as its other input a speaker-dependent voice recognition 
feature transformation matrix as previously described. The 
output of the transformation 49c is suppled to a recognizer 
decision routine 66c, which receives as its other input 5 
speaker-dependent voice recognition class reference data. 
The output of the recognizer decision routine is a speaker- 
dependent word that the system must accept as the second 
character string before the transaction is effected. If the 
caller cannot provide the second character string or, if the lo 
caller provides an unrecognizable second character string 
associated with the first character string, then the system 
rejects the access inquiry and the call is terminated. 

Thus according to this embodiment, even if the verifica- 
tion algorithm establishes a "match" between the entered 15 
password and a voice previously enrolled in the voice 
verification reference database and assigned to the entered 
password, a further security technique is employed before 
the caller is provided access to his or her account or to 
otherwise carry out a transaction. In particular, the caller is 20 
prompted to enter some other identifying information (pref- 
erably a secret password) which must then be recognized by 
a preferably speaker-dependent voice recognition algorithin 
before access is allowed. Thus simultaneous recognition and 
verification is performed on a first character string, at which 25 
point the system knows that the caller is who he or she 
purports to be and that the caller's voice matches (to some 
acceptable degree) a voice previously enrolled in the voice 
verification reference database and assigned to the entered 
first character string. Additional security is then provided by 30 
requiring the calla- to further provide a second character 
string which must be recognized before the transaction is 
efltected. 

Preferably, the system requires that the authorized callers 
change their identifying information on a periodic basis 35 
(e.g., monthly). Thus a subscriber's additional identifying 
information will only be valid for a predetermined time 
period. 

It should be appreciated by those skilled in the art that the 
specific embodiments disclosed above may be readily uti- 40 
lized as a basis for modifying or desiging other structures for 
carrying out the same purposes of the present invention. For 
example, the voice recognition algorithm 48 could alterna- 
tively be speaker-dependent instead of speaker-independent 
as described in the preferred embodiment. It should also be 45 
realized by those skilled in the art that such equivalent 
constructions do not depart from the spirit and scope of the 
invention as set forth in the appended claims. 

What is claimed is: 

1. A method for enabling a caller to obtain access to one 50 
or more services via a telephone network by speaking first 
and second character strings each having a plurality of 
characters, comprising the steps of: 

(a) prompting the caller to speak the first character string 
beginning with a first character and ending with a last ^5 
character thereof; 

(b) generating speech feature data for each spoken char- 
acter of the first character string; 

(c) applying the speech feature data and voice recognition ^ 
feature transformation data to a voice recognition fea- 
ture transformation to generate a first set of parameters 
for each spoken character of the first character string, 
the first set of parameters for use in a voice recognition 
system; 



ture transformation to generate a second set of param- 
eters for each spoken character of the first character 
string, the second set of parameters for use in a voice 
verification system; 

(e) recognizing the first character string using the first set 
of parameters; 

(f) initially verifying the caller's identify using the second 
set of parameters generated for the first character string; 
and 

(g) repeating steps (a)-(c) and (e) using the second 
character string instead of the first character string to 
confirm the callrar's identity. 

2. The method as described in claim 1 wherein the second 
character string confirms the caller's identity only during a 
predetermined time period. 

3. A method for enabling a caller to obtain access to one 
or more services via a telephone network by speaking first 
and second character strings each having one or more 
characters, comprising the steps of: 

(a) prompting the caller to speak the first character string 
beginning with a first character and ending with a last 
character thereof; 

(b) generating speech feature data for each spoken char- 
acter of the fist character string; 

(c) applying the speech feature data of the first character 
string and voice recognition feature transformation data 
to a voice recognition feature transformation to gener- 
ate a first set of parameters for each spoken character of 
the first character string, the first set of parameters for 
use in a voice recognition system; 

(d) applying the speech feature data and voice verification 
feature transformation data to a voice verification fea- 
ture transformation to generate a second set of param- 
eters for each spoken character of the first character 
string, the second set of parameters for use in a voice 
verification system; 

(e) recognizing the first character string using the first set 
of parameters of the first character string; 

(f) initially verifying the caller's identify using the second 
set of parameters generated for the first character string; 

(g) prompting the caller to enter the second character 
string begiiming with a first character and ending with 
a last character thereof; 

(h) generating speech feature data for each spoken char- 
acter of the second character string; 

(i) applying the speech feature data of the second char- 
acter string and voice recognition feature transforma- 
tion data to a voice recognition feature transformation 
to generate a first set of parameters for each spoken 
character of the second character string, the first set of 
parameters of the second character string for use in a 
voice recognition system; and 

(j) recognizing the second character stiing using the first 
set of parameters of the second character string. 

4. The method of claim 3 further including the step of 
determining if the recognized second character string is a 
password associated with the caller verified in step (f). 

5. The method as described in claim 3 further including 
the step of periodically changing the second charaaer string 
for confirming the identity of the caller. 
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 



AppUcation of: George Alfred Velius 



Group No.: 



2129 



Serial No.: 



09/886,824 



Atty. Docket No.: 41942-52970 



Filed: 



June 21, 2001 



Confirmation No.: 6850 



Customer No.: 



021888 



For: 



Normalized Defector Scaling 



Examiner: 



Nathan H. Brown, Jr. 



Commissioner of Patents and Trademarks 

P.O. Box 1450 

Alexandria, VA 22313-1450 

DECLARATION OF DAVID P. MORGAN UNDER 37 C.F.R. SS 131-132 

I, David P. Morgan, Ph.D., the below named Declarant, do herdjy declare and state as 



1 . My name is David P. Morgan, and I am the Vice President, Enterprise Technology & 
Architecture of Fidelity Investments Systems Con^any in Boston, Massachusetts. 

2 . Speaker identity verification (SIV) "engmes" are sophisticated, conq)utar-inq)lemented 
systems used to enroll and subsequently verify a person's identity using the unique 
features of one's voice ("voice authentication" or "voice biometrics"). 

3 . A person' s voice, unlike othCT biometrics that measure static physical geometry such as 
fingerprints or iris scans, is affected by anatomical, physiological and bdiavioral factors. 
A person's voice also changes over time. As well, speech is affected by the voice 
intCTfece utilized by the speak©- (e.g., the microphone and electronics in a wire-line 
telephone or celhilar phone) and the "network" effects of various telephone networks 
con^onents. SIV engines, therefore, analyze a very large set of speech features and 
apply multi-dimensional statistical processing of submitted speech utterances to enroll 
and subsequently verify a speaker's identity. 

4. A simple business exanple of the use of speaker identity verification in the financial 
services industry is the enroUmait of an accoimt holder's voice when opening an account 
with a financial institution (FT). Once enrolled, the account holder can be biometrically 
authenticated when caUing the FI's self-service call center to check their account balance 
(once they have provided an "identity claim" such as their account nunAer). 



follows: 



5. Most SIV engmes provide an output in the form of a Yes/No decision about the 
authenticity of the person claiming to be the account holder, based upon the speech 
collected and submitted by the self-service call cento- apphcation to the SIV engine. 
Alternatively, the SIV engine can r^um a "raw" numerical output score that can be used 
by die self-service application. These raw numbras can vary widely for a given speaka- 
from one utterance to another, and from one call to another call - which can lead to a 
higher number of instances in which the call center application Msely acc^ts an 
in:q)ostor calling as the accoimt holder, as well as a higher numb^ of false rejections of 
the authentic account holder. False accqjts (FA's) and felse rejects (FR's) both have 
significant business implications for the FX. 

6. In the fmandal services industry, the FI has significant regulatory, financial and 
reputation risks associated with an impostor accessing an authentic customer's account. 
For exan:q)le, the U.S. Congress's Gramm-Leach-Bliley Act requires FI's to strongly 
protect flie privacy of personally-identifiable financial information. The FDIC and 
FFIEC have published guidelines that require FI's to assess the risk of impostors gaining 
access to their customer's financial information over the telephone or Internet, and 
iasplemsat appropriate measures to mitigate those risks (e.g., "multi-factor 
authentication" to gain access to account information). 

7. At the same time, an FI has to ensure that the services provided to its customers are as 
convenient as possible. Convenient customa- service is essential for customer acquisition 
and retention in a very competitive marketplace. For that reason, self-service channels 
such as automated telephone systems, mobile applications and wdj-based services are 
being rapidly implemented. 

8. Therefore, it is essential that FI's unpl&aiem. customer service methods that balance the 
security/risk requirements with customer convenience. In these types of self-service 
transactions, FI's can actually weigh the cost of false accept (e.g., a literal financial loss 
due to an impostor) with the cost of a felse reject (e.g., customer inconvenience, 
dissatisfaction, or loss of the customer to another FI). FI's can consider a variety of risk 
factors for a transaction (e.g., risk for each different type of transaction; dollar value of 
the transaction; history with &at particular customer; etc.) to assist in adjusting the 
security-convenience tradeoff for that particular transaction In the example of an FI 
account holdo-, sin^)le access to dieir account information would typically be a low risk 
transaction that would not require a high level of security. An account holder attempting 
to make a $5,000 wire transfer would require a higher level of security; a $50,000 wire 

2 



transfer would require even higha- security and the customer would likely undwstand and 
appreciate a higher level of security in these transactions. 

9. FFs use a variety of risk assessmait methods, and many use scoring systems which 
provide decision support for a particular transaction (e.g., credit scores for loans; 
"velocity" scores for credit card transactions). Those scores are used in conjunction with 
other pertinent information and business rules estabhshed by the FI to decide whether to 
accqit the transaction or perform otho- actions. 

1 0. The following is an example of implementing the VeUus Normalized Detector ScaUng 
invention (NDS), as described in U.S. Patent Application Publication No. 2002/01 98857, 
to provide a breakthrough advance in financial services appUcations of SIV. The SIV 
engines used are non-parametric pattem recognition systems as described in Velius and 
shown in Figure 6 below. 



FIG. 6 




67 



11. As illustrated in the NDS Setup in Velius F^. 6, the Pooled output statistics (raw SIV 
verification scores diat are known authentic and known spurious) fi"om the SIV engine 
(61) and the optional Transform Parameters (65) [exan5)les described below] can be 
used by a computer-implemented method [the NDS Transform Constructor (62)] to 
create the NDS Transform (63). 

12. Example Tr ansfnrm P8 <rametef 1 : The scores range from 1 to 99, whare 1 represents 
almost no chance that the speaker is the authentic account hold^, and 99 represents 
ahnost no chance that the speaks is not the authentic account holdo:. 

1 3 . F.xample Tr ansffflm Parameto: 2 : The mid-point of the scale (a score of 50) is calibrated 
to represent the "Equal Error Rate" (EER), where there is an equal chance that the 
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speaker is not the authentic account holder and an equal chance that the speaker is the 
authentic account holder. This "normalization" of the confidence score scale is critical to 
implementing business rules that don't change ova" time as the underlying statistics from 
the SIV engine may change. 

14. Example Transform Parameter 3 : The majority of the resolution of the scale (10 to 90) 
covers the range in which tha:e is the greatest chance of a Mse accq)tance of an iinpostor 
or a false rejection of the authentic account holder. 

1 5. The following is an exanple of Velius Fig. 9 that illustrates the implementation of the 
three Transform Paiameto^ specified above. 

FIG. 9 
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16. In the NDS Operation (see Fig. 6 above), unclassified, raw verification scores from the 
output of the SrV engine (66) are transformed in real time by a computer-inq)lemented 
method [the NDS Transformer (64)] onto the one-dimetKional, NDS "confidence score" 
scale (1 - 99) illustrated in Fig. 9 above (note the example NDS Scale superimposed at 
the top of Fig. 9). 

17. Both the NDS Set-up and the NDS Operation processes require a computar; a person 
skilled in this area would know that manual calculations would be impossible. 

1 8. Financial services companies are inqjlementing telqphone-based applications that use a 
voice authentication service that verifies the identity of an account holder using the 
Normalized Detector Scaling method described above. The ability for companies to 
implement sophisticated business rules that "tune" the security-convenience tradeoff in 
real-time on a transaction-by-transaction basis using the risk charactoistics specific to 
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each transaction is both extremely powerful and critically inqjortant for mitigating 
financial and regulatory compliance risks. I expect that the Normalized Detector Scaling 
wOl become commonplace in in^jlementing SIV in financial services. A 2007 report 
published by Opus Research has estimated that voice authentication market revenues will 
exceed $700 million by 2011 . 

1 9. Normalized Detector Scahng is a significant advance in the field of complex, non- 
parametric pattern recognitions systems, such as speaker identity verification systems, in 
that it enables decision rules to be established in a way that is independent of the features, 
or the particular statistics, employed by the pattan recognition system. 

20. The term "adaptive speak« identity verification system," found on Page 2, Paragraph 
[0016], Lines 1-2 of the original patent application of George Alfi-ed Velius, i.e., U.S. 
Patent Application Pubhcation No. 2002/0198857, published December 26, 2002, is well 
known in the art for a physical machine, having a con^ut^, that receives a person's 
unclassified speech and converts that speech to data and then is able to perform analysis 
on that data utilizing statistics to verify the identity of a particular person. A person 
skilled in speaker identity verification technology would be easily able to implement the 
AppUcant's Invention disclosed in U.S. Patent Application Publication No. 
2002/0198857 in an adaptive speaker identity verification system by merely reading U.S. 
Patent AppUcation Publication No. 2002/01 98857 and then programming the adaptive 
speaker identity verification system. This is a very straight forward process based on my 
reading of U.S. Patent Application Publication No. 2002/0198857 so there would be no 
need for any undie experimentation involving the adaptive speaker identity voification 
system. 

21. I further declare that all statements made herein by my own knowledge are true and all 
statements made on information and behef are believed to be true; and fiirther that these 
statements were made with the knowledge that williiil false statements and the Uke so 
made are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of 
the United States Code, and that such willful false statements may jeopardize the vaUdity 
of the above-identified application. 



Further Declarant Sayeth Not 




Date 



Name: David P/Morgan 
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DECLARATION OF MICHAEL PHILLIPS UNDER 37 CF.R S$ 131-132 

1, Michael Phillips, the below named Declarant, do hereby declare and state as follows: 

1 . My name is Michael Phillips, and I am the Co-Founder and Chief Technology Officer of 
vlingo, in Cambridge, Massachusetts, and the Co-Founder of SpeechWorks International 
in 1994 (now Nuance Communications, Inc., Boston, Massachusetts). I currently serve 
as a member of the TradeHarbor Advisory Board. 

2. Speaker identity verification (SIV) "engines" are sophisticated, computer-implemented 
systems used to enroll and subsequently verify a person's identity using the unique 
features of one's voice ("voice authentication" or "voice biometrics"). 

3. A person's voice, unlike other biometrics that measure static physical geometry such as 
fingerprints or iris scans, is affected by anatomical, physiological and behavioral factors. 
A person's voice also changes over time. As well, speech is affected by the voice 
interface utilized by the speaker (e.g., the microphone and electronics in a wire-line 
telephone or cellular phone) and the "network" effects of various telephone networks 
components. SIV engines, therefore, analyze a very large set of speech features and 
apply multi-dimensional statistical processing of submitted speech utterances to enroll 
and subsequently verify a speaker's identity. 

4. A simple business example of the use of speaker identity verification in the financial 
services industry is the enrollment of an account holder's voice when opening an account 
with a financial institution (Fl). Once enrolled, the account holder can be biometrically 
authenticated when calling the FI's self-service call center to check their account balance 
(once they have provided an "identity claim" such as their account number). 



5. Most SIV engines provide an output in the form of a Yes/No decision about tiie 
authenticity of the person claiming to be the account holder, based upon the speech 
collected and submitted by the self-service call center application to the SIV engine. 
Alternatively, the SIV engine can return a "raw" numerical output score that can be used 
by the self-service application. These raw numbers can vary widely for a given speaker 
from one utterance to another, and from one call to another call - which can lead to a 
higher number of instances in which the call center application falsely accepts an 
impostor calling as the account holder, as well as a higher number of false rejections of 
the authentic account holder. False accepts (FA's) and false rejects (FR's) both have 
significant business implications for the FI. 

6. In the financial services industiy, the FI has significant regulatoiy, financial and 
reputation risks associated with an impostor accessing an authentic customer's account. 
For example, the US. Congress's Gramm-Leach-Bliley Act requires FI's to strongly 
protect the privacy of personally-identifiable financial information. The FDIC and 
FFIEC have published guidelines that require FI's to assess the risk of impostors gaining 
access to their customer's financial information over the telephone or Internet, and 
implement appropriate measures to mitigate those risks (e.g., "multi-factor 
authentication" to gain access to account information). 

7. At the same time, an FI has to ensure that the services provided to its customers are as 
convenient as possible. Convenient customer service is essential for customer acquisition 
and retention in a very competitive marketplace. For that reason, self-service channels 
such as automated telephone systems, mobile applications and web-based services are 
being rapidly implemented. 

8. Therefore, it is essential that FI's implement customer service methods that balance the 
security/risk requirements with customer convenience. In these types of self-service 
transactions, FI's can actually weigh the cost of false accept (e.g., a literal financial loss 
due to an impostor) with the cost of a false reject (e.g., customer inconvenience, 
dissatisfaction, or loss of the customer to another FI). FI's can consider a variety of risk 
factors for a transaction (e.g., risk for each different type of transaction; dollar value of 
the transaction; history with that particular customer; etc.) to assist in adjusting the 
security-convenience tradeoff for that particular transaction. In the example of an FI 
account holder, simple access to their account information would typically be a low risk 
transaction that would not require a high level of security. An account holder attempting 
to make a $5,000 wire transfer would require a higher level of security; a $50,000 wire 
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transfer would require even higher security and the customer would likely understand and 
appreciate a higher level of security in these transactions. 

9. FI's use a variety of risk assessment methods, and many use scoring systems which 
provide decision support for a particular transaction (e.g., credit scores for loans; 
"velocity" scores for credit card transactions). Those scores are used in conjunction with 
other pertinent information and business rules established by the FI to decide whether to 
accept the transaction or perform other actions. 

1 0. The following is an example of implementing the Velius Normalized Detector Scaling 
invention (NDS), as described in U.S. Patent Application Publication No. 2002/0198857, 
to provide a breakthrough advance in financial services applications of SIV. The SI V 
engines used are non-parametric pattern recognition systems as described in Velius and 
shown in Fipre 6 below. 



FIG. 6 




) 1 1 . As illustrated in the ND^etup in Velius Fig. 6, the Pooled output statistics (raw SIV 
verification scores that^#e known authentic and known spurious) from the SIV engine 
(61) and the optional Transform Parameters (65) [examples described below] can be 
used by a computer-implemented method [the NDS Transform Constructor (62)] to 
create the NDS Transform (63). 

1 2. Example Transform Parameter 1 : The scores range from 1 to 99, where I represents 
almost no chance that the speaker is the authentic account holder, and 99 represeBts 
almost no chance that the speaker is not the authentic account holder. 

1 3. Example Transform Parameter 2 : The mid-point of the scale (a score of 50) is calibrated 
to represent the "Equal Error Rate" (EER), where there is an equal chance that the 
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speaker is not the authentic account holder and an equal chance that the speaker is the 
authentic account holder. This "normalization" of the confidence score scale is critical to 
implementing business rules that don't change over time as the underlying statistics from 
the SIV engine may change. 

14. Exampl e Transform Parameter 3 : The majority of the resolution of the scale (10 to 90) 
covers the range in which there is the greatest chance of a false acceptance of an impostor 
or a false rejection of the authentic account holder. 

1 5. The following is an example of Velius Fig. 9 that illustrates the implementation of the 
three Transform Parameters specified above. 

FIG. 9 
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1 6. In the NDS Operation (see Fig. 6 above), unclassified, raw verification scores from the 
output of the SIV engine (66) are transformed in real time by a computer-implemented 
method [the NDS Transformer (64)] onto the one-dimensional, NDS "confidence score" 
scale (] - 99) illustrated in Fig. 9 above (note the example NDS Scale superimposed at 
the top of Fig. 9). 

1 7. Both the NDS Set-up and the NDS Operation processes require a computer; a person 
skilled in this area would know that manual calculations would be impossible. 

1 8. Financial services companies are implementing telephone-based applications that use a 
voice authentication service that verifies the identity of an account holder using the 
Normalized Detector Scaling method described above. The ability for companies to 
implement sophisticated business rules that "tune" the security-convenience tradeoff in 
real-time on a ti-ansaction-by-transaction basis using the risk characteristics specific to 
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each transaction is both extremely powerful and critically important for mitigating 
financial and regulatory compliance risks. I expect that the Normalized Detector Scaling 
will become commonplace in implementing SIV in financial services. A 2007 report 
published by Opus Research has estimated that voice authentication market revenues will 
exceed $700 mil lion by 20 1 1 . 

19. Normalized Detector Scaling is a significant advance in the field of complex, non- 
parametric pattern recognitions systems, such as speaker identity verification systems, in 
that it enables decision rules to be established in a way that is independent of the features, 
or the particular statistics, employed by the pattern recognition system. 

20. The term "adaptive speaker identity verification system," found on Page 2, Paragraph 
[0016], Lines 1-2 of the original patent application of George Alfred Velius, i.e., U.S. 
Patent Application Publication No. 2002/0198857, published December 26, 2002, is well 
known in the art for a physical machine, having a computer, that receives a person's 
unclassified speech and converts that speech to data and then is able to perform analysis 
on that data utilizing statistics to verify the identity of a particular person. A pei-son 
skilled in speaker identity verification technology would be easily able to implement the 
Applicant's Invention disclosed in U.S. Patent Application Publication No. 
2002/0198857 in an adaptive speaker identity verification system by merely reading U.S. 
Patent Application Publication No. 2002/0198857 and then progj-amming the adaptive 
speaker identity verification system. This is a very straight forward process based on my 
reading of U.S. Patent Application Publication No. 2002/0198857 so there would be no 
need for any undue experimentation involving the adaptive speaker identity verification 
system. 

21. I ftirther declare that all statements made herein by my own knowledge are true and all 
statements made on information and belief ai-e believed to be true; and further that these 
statements were made with the knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, under Section 1001 of Title 1 8 of 
the United States Code, and that such willful false statements may jeopardize the validity 
of the above-identified application. 

Further Declarant Sayeth Not. 





Date 



Name: Michael Phillips 
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